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Single Gas Valves
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110 Vac versions

24 Vac versions

24...28 Vdc versions

Valve
dimension

Max. operating
pressure

Protection
class

Electrical
connection

Optional
CPI-switch

Replacement
coil

Comments Type

mbar

Rp 3/8 360 IP65 DIN plug – VE4010B1054
Rp 1/2 200 IP54 PG11 BB151101 – VE4015B1012
Rp 1/2 360 IP65 DIN plug BB151107 – VE4015B1095
Rp 3/4 360 IP65 PG11 MS052501 BB151125 – VE4020B1129

Rp 1 360 IP54 PG11 MS052501 BB151125 – VE4025B1078
Rp 1 360 IP65 DIN plug MS052501 BB151125 Viton VE4025B1110
Rp 1 360 IP65 DIN plug MS052501 BB151125 – VE4025B1128

Rp 1 1/4 360 IP65 DIN plug MS054001 BB151104 – VE4032B1108
Rp 1 1/2 360 IP65 DIN plug MS054001 BB151104 – VE4040B1127

Rp 2 360 IP65 DIN plug MS055001 BB151153 – VE4050B1126

Valve
dimension

Max. operating
pressure

Protection
class

Electrical
connection

Optional
CPI-switch

Replacement
coil

Comments Type

mbar

Rp 1/2 360 IP65 DIN plug – VE8015B1042
Rp 3/4 200 IP65 DIN plug MS052501 – VE8020B1042

Rp 1 200 IP65 DIN plug MS052501 – VE8025B1058
Rp 1 1/2 200 IP65 DIN plug MS054001 – VE8040B1032

Rp 2 200 IP65 DIN plug MS055001 – VE8050B1023

Valve
dimension

Max. operating
pressure

Protection
class

Electrical
connection

Optional
CPI-switch

Replacement
coil

Comments Type

mbar

Rp 1/2 360 IP65 DIN plug – VE8015B1059
Rp 3/4 200 IP65 DIN plug MS052501 – VE8020B1059

Rp 1 200 IP65 DIN plug MS052501 – VE8025B1066
Rp 1 1/4 200 IP65 DIN plug MS054001 – VE8032B1039
Rp 1 1/2 200 IP65 DIN plug MS054001 – VE8040B1040

Rp 2 200 IP65 DIN plug MS055001 – VE8050B1031


